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+40°C / 40% UR / Cl. 5

TEMPERATURE CONDITIONS

Tipo

REFRIGERANT GAS

R290

DESCRIPTIVE FEATURES

7” TOUCH SCREEN WITH RECIPE MEMORY  

USB SOCKET FOR DATA DOWNLOAD

AISI 304 STAINLESS STEEL

ROUNDED EDGES

EVAPORATOR WITH CATAPHORESIS TREATMENT

ADJUSTABLE FEET

INSULATION THICKNESS 70 mm

BOTTOM DRAIN WITH STANDARD COLLECTION TRAY

RETARDER PROVER CABINET

ACC 808
Couple Runners 
Stainless Steel EN 60X80

ACC 146
Led Light

ACC 218
Alluminium Tray EN 
60X40 H=20 mm

Special voltages on 
request

ACC 125
WI-FI connection kit

ACC T10
Kit 4 Castors

ACC 126
Connection to the 
Sinofcold Cloud, 
valid for 3 years

ACCESSORIES



FLFT901B

FLFT901N 810 x 1045 x 

2120 mm

165 kg

EN 60X80

-18°C+35°C

19 EN 60X80

N.19 

Coppie guide 

EN 60X80

230 V / 1 Ph

50 Hz
19 Pz

650 W

475 W

1150 W

70 mm
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RETARDER PROVER CABINET

TECHNICAL DATA

DIMENSIONS

Water connection Electrical connection

CONNECTIONS

Max capacity

Model Dimensions

Net weight

Set-up

Standard
tension

Refrigeration 
power

Trays pitch

Refrigerating P.C.

Retarded P.C.

Version 
(Temp. range)

Standard supplied

Kit runners
included


