
ROLL-IN BLAST-CHILLERFTW20.170

ACC 195
Thermostatic valve CO2

E
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DESCRIPTIVE FEATURES

7” TOUCH SCREEN WITH RECIPE MEMORY 

USB SOCKET FOR DATA DOWNLOAD

AISI 304 STAINLESS STEEL

ROUNDED EDGES

EVAPORATOR WITH CATAPHORESIS TREATMENT

RAMP (optional)

INSULATION THICKNESS 80 mm

INTERIOR DIMENSIONS:  790 X 1020 X 1895 mm

DOOR HINGES RIGHT SIDE (left on request)

REFRIGERANT GAS R452A (ON REQUEST R448A, R449A)

+32°C 60% UR

170 kg 120 kg 120 min 260 min

+90°C / -18°C 

0,24 kWh/kg

+90°C / +3°C

0,08 kWh/kg

0,0 kg 

0,0 kg  

0,0 kg 

R452A  

R448A** 

R449A** 

2141  

1387  

1397   

ROOM CONDITIONS

Blast Chilling
(+65°C / +10°C)

Max. Capacity Max. CapacityTime Time

Deep Freezing
(+65°C / -18°C)

SPECIFICATIONS IN COMPLIANCE WITH prEN 17032

Deep Freezing 

Charge

Blast Chilling 

CONSUMPTION (prEN 17032)

Type GWP 

REFRIGERANT GAS

** on request

ACCESSORIES

ACC 509
Heated core probe

ACC 510
Multipoint core probe

ACC 110
Ozone sterilizer

ACC 190.100
Silenced cover for 
external use

ACC 136
Door Opening Left

Special voltages on 
request 

ACC 181
Ramp

ACC 125
WI-FI connection kit

ACC 126
Connection to the 
Sinofcold Cloud, 
valid for 3 years

ACC 167
Structure with castors 
20 GN 2/1

ACC 979
Overcharge for 
disassembled unit

ACC 550
Front/lateral 
cell drain

ACC 170
Structure with castors 
20 EN 60X80



120 kg 

+90°C  -18°C 

240 min

170 kg

+90°C  +3°C 

90 min

FTW20.170

8 HP

<80 dB 

20.000 W

Evap. -10°C 

Cond. +45°C

8.400 W

Evap. -30°C 

Cond. +45°C

1250 x 1530 x

2170 mm

PURE

KLIMA

7,5 kW / 23,5 A

120 kg 

+90°C  -18°C 

240 min

170 kg

+90°C  +3°C 

90 min

FTW20.170W

8 HP

<80 dB 

20.000 W

Evap. -10°C 

Cond. +45°C

8.400 W

Evap. -30°C 

Cond. +45°C

1250 x 1530 x

2170 mm

PURE

KLIMA

7,5 kW / 23,5 A

120 kg 

+90°C  -18°C 

240 min

170 kg

+90°C  +3°C 

90 min

FTW20.170SG

•

<80 dB 

•

•

1250 x 1530 x

2170 mm

PURE

KLIMA

2,3 kW / 12,0 A

120 kg 

+90°C  -18°C 

240 min

170 kg

+90°C  +3°C 

90 min

•

<80 dB 

•

•

1250 x 1530 x

2170 mm

PURE

2,3 kW / 12,0 A

230 V / 1 Ph

50 Hz

1 (20 GN 2/1 | EN 60X80)
2 (20 GN 1/1 | EN 60X40)

230 V / 1 Ph

50 Hz

1 (20 GN 2/1 | EN 60X80)
2 (20 GN 1/1 | EN 60X40)

400 V / 3 Ph+N

50 Hz

1 (20 GN 2/1 | EN 60X80)
2 (20 GN 1/1 | EN 60X40)

400 V / 3 Ph+N

50 Hz

1 (20 GN 2/1 | EN 60X80)
2 (20 GN 1/1 | EN 60X40)

FTW20.170

FTW20.170SGCO2
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ROLL-IN BLAST-CHILLER

TECHNICAL DATA

AIR WATER WITHOUT GROUP WITHOUT GROUP CO2

Standard
tension

Deep Freezing

Blast Chilling

Trolleys Capacity

Version

Model

Power
consumption

HP

Noise

Refrigeration 
power -10°C

Refrigeration 
power -30°C

Dimensions

Net Weight

Set-up

300 kg cell 300 kg cell
300 kg cell

210 kg remote unit

300 kg cell

210 kg remote unit



PURE
-40°C +10°C

KLIMA
-40°C +35°C 

FTW20.170

E
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ROLL-IN BLAST-CHILLER

Refrigeration Connection Floor water drainEvaporator water drain

SET-UP

DIMENSIONS

CONNECTIONS

Electrical connection

Fish sanitization

Leavening with steam (+35°C)

Drying

Retarder proving

Defrosting

Negative holding (-18°C)

Positive holding (+3°C)

Freezing (-18°C)

Blast chilling positive (+3°C)



Ø

Width (L) = 1500 mm

Width (L) = 1720 mm

Width (L) = 1260 mm

5x6 mm2 NPI

Depth (P) = 870 mm

Depth (P) = 930 mm

Depth (P) = 1240 mm

Height (H) = 850 mm

Height (H) = 1550 mm

Height (H) = 50 mm

Ø 16 mm Ø 35 mm

3x4 mm2 NPI 3x4 mm2 NPI 7x1,5 mm2 NPI
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FTW20.170 ROLL-IN BLAST-CHILLER

Electrical connection

Electrical connection

Hole Size

Refrigeration Connection

Refrigeration Connection

Door - trolley entrance

Water connection

Hole height - step height

Shaft for water drain

AIR WATER

REMOTE UNIT

SPECIAL WATERPROOF COVER FOR EXTERNAL USE

RECESS DIMENSIONS (CELL SUNK INTO THE FLOOR)

Standard

Inlet Suction

PIPES

CABLES

General feeding cable

Without unit version

Control panel feeding

(from remote unit to cell)

Cable connection

(from remote unit to cell)


